
TCP/IP Configuration Sample

Right click on Network Neighborhood and select properties.  Type in a computer
name and your Domain name.  On Windows ’95 or ’98 you click on Client for
Microsoft Networks and select properties and check Log on to Windows NT
Domain.  Type in Domain name.

Go to protocols ( on NT workstation), select TCP/IP and click properties.  On a
Windows ‘95/’98 machine select TCP/IP network card properties.



Select specify an IP address and insert the IP numbers assigned to your agency.
(WINNT)  The numbers should be taped to the router and you should have had this
information mailed to you in a packet from DIS.  If you cannot locate these numbers
you will need to contact DIS.

Select DNS and select add.  Insert 162.114.197.21 and select add.  Select add again
and insert 162.114.219.11 and add.  In the Domain tab, type “state.ky.us”



Select WINS and insert 162.114.120.43 as Primary server and 162.114.131.2 as
Secondary WINS server.  On the Windows ’95 and Windows ’98 machines select
Bindings and check “Client for Microsoft Networks.”  Select the Advanced tab and
check “Set this protocol to be the default protocol.”

Upon completion of all of the above, cold boot the workstation so all changes will
take effect.  At logon you should be prompted for a user name, password and
Domain name.  The NT Domain will authenticate the user and password and access
to mail will be granted.


